
a. 

b 


sun control 

a decorative Woven Wood product 
which filters light and eliminates glare. 

privacy control 

a thoroughly tested web-vinyl coating 
which can be used where privacy is essen¬ 
tial, e. g. motels, hotels, and bedrooms. 

wejt (woods) 

slats, reeds and dowels of Philippine ma¬ 
hogany, fruitwood, walnut, satin fir, pine- 
and bamboo available in stock colors or 
finished and painted to your colorway. 

warp (yarns) 

chenilles, cottons, nylons and other syn¬ 
thetics available in stock colors or dyed 
to your colorway. Non-tarnishable me- 
tallics are used for accent. 

mass-woven wood 

a moderate priced group of machine 
loomed Woven Wood available in stock 
designs, finished or painted to your col¬ 
orway. 

hand-woven wood 

a fine collection of well designed Woven 
Wood available in stock designs and 
colors or custom woven in your own de¬ 
sign or colors. 































































DRAPERIES 

ceiling type installation 

• tape sewn 1/2 inch down from panel top 

• snap-in tape—specify 33l/3-50-757o fullness 

• 2-inch overlaps 

• double hemmed edges 

• hooks included 

• track NOT.supplied 



casing type installation 

• tape sewn I % inches down from panel top 

• 3-inch returns • 2-inch overlaps 

• snap-in tape—specify 331/3-50-75% fullness 

• double hemmed edges 

• hooks included 

• track NOT supplied 



! 
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FLOOR SCREENS 

jree standing type 

• % and 1/2 ii^ch mahogany 

• kiln dried select vertical grain 

woods 

• 36 lb. test strength seine twine 

or dacron warp 

• cap strip on each end 



INSTALLATIONS 


panel type 

• 18 by 84 inch panels 

• any Woven Wood insert 

• double acting hinges 

• frame finished — black or gun- 

metal gray 



shoji type 

• 18 by 84 inch panels 

• 13 divisions 

• choice of four plastic inserts 

• double acting hinges 

• frame finished — black or gun- 

metal gray 





c 




commercial buildings — restaurants, 

bars, supermarkets, theatres, planes, ships and 
trains. 


a mass-woven wood fabric institutional buildings—U boratories. 

hospitals and schools. 













































































































































[WINDOW SHADES 

\cord and pulley 

automatic cord operated hard¬ 
ware 

cap strip* at top and bottom 


l» flap lambrequin 
{• specify inside or outside casing 
I installation 


spring roller 

• standard or heavy duty depend¬ 

ing on shade size 

• installation brackets — specify 

inside ceiling or outside casing 

• roller coverage included up to 

12 inches 



^ Tip 


accordion pleated 

• automatic cord operated hard¬ 

ware 

• brass grommets set in fabric 

• tilt rail bottom 

• flap lambrequin 

• inside installation—drilled, no 

brackets 

• outside installation—brackets 





DOOR CLOSURES 

jamb header installation 

• 15% fabric fullness 

• grip fasteners — nylon carriers 

• double hemmed edges 

• standard door clearances allowed 

• track NOT supplied 


AREA DIVIDERS 

ceiling type or outside installation 

• horizontal wood slats 

• cap strip at top and bottom 

• inside or outside brackets included 


MOVABLE WALLS 

ceiling type installation 

• Specify: 1 1/2 inch tape—casual fullness 

• grip fasteners—carrier suspension—15% full¬ 

ness 

• snap-in tape—specify 33'/3-50-75% fullness 

• double hemmed edges 

• hooks included on tape installation 

• track NOT supplied 


OTHERS 

• wall coverings 

• ceiling coverings 

• acoustical treatments 


• fixed partitions 

• decorative furniture 

• exterior shades 





residential buildings —\\o\B\y motels, 

apartment buildings, housing developments 
and residences. 


a hand-woven wood fabric public buildings— oW\ce buildings, banks, 

government buildings. 










































































































































TROPICRAFT WOVEN WOOD I 

ARCHITECTURAL SPECIFICATIONS . . . ;|l 


short form specifications 
all Tropicraft Woven Wood products shown on 
plans and drawings accompanying this specifica¬ 
tion shall be Tropicraft Woven Wood manufac¬ 
tured by Tropicraft of San Francisco, 568 Howard 
Street, San Francisco 5, California, 
all cords, hardware and moving parts are supplied 
to Tropicraft by leading manufacturers, 
all material and workmanship shall be of the highest 
quality and be in accordance with Tropicraft of 
San Francisco Woven Wood Detail Specifica¬ 
tions which are immediately available upon re¬ 
quest. 

hand-woven wood specifications on request 
stock mass-woven wood specifications 
Quarter inch core; I/ 4 " slat of inner core of 
bamboo. 

Kobe: reed of inner core bamboo. 

Taipin: finer quality reed of inner core bamboo 
with patterned nodes. 

Walnut Wood Reed: I/ 4 " walnut slat. 

Corded Reed: wood dowels with I/ 2 " bands of 
twine at M/ 2 " intervals. 

Pebble Beach: I/ 4 " slat with wood dowel, painted 
warm gray with a fine metallic gold accent 
yarn. 

Telegraph Hill: 1 / 4 " slat with wood dowel, painted 
soft green with a fine metallic gold accent 
yarn. 

Cliff House: all dowels with irregular pattern warp, 
all off-white. Suitable for painting your own 
color. 


installation 

Tropicraft Woven Wood draperies and shades 
arrive ready to install. Drapery hooks and shade 
hardware are included and we can supply drapery 
tracks at additional net cost. It is NOT included 
if it is not specified. 

cost 

The most complete line of Woven Wood ., from 
budget priced mass-woven to custom designed 
hand-woven. Prices and contract prices on re¬ 
quest. 

cleaning and maintenance i 

Tropicraft Woven Wood is easily cleaned and 
does not present any maintenance problem. Simple 
dusting and vacuuming will keep Woven Wood 
in excellent condition for many years. For deep 
cleaning remove drapery, unsnap fullness tape, lay 
flat and apply foam type upholstery cleaner. Re¬ 
move foam with damp sponge and rehang to dry. 

Th e same for shades and screens. 

Tropicraft Woven Wood can be made fire-re¬ 
tardant in accordance with, all local fire codes, 
upon request, at a slight additional cost. 

fading 

Natural woods mellow to a rich warm color. In 
painting to your color specifications the most 
colorfast and washable latex paint is used. When j 
decor changes, just spray paint with a new color. ^ 
We use only fine dyes for warp colors. 


Cable Car: 3 / 3 " mahogany slats with matching 
yarn alternating 3/g" and /g" repeat. 

Tiburon: 3/g'' walnut slats, 21 / 2 " patterned repeat 
of wide gold metallic and complementing 
yarns (2 stock colorways). 

Tahoe: 3/g" walnut slats, 2/2 " patterned repeat 
of yarn and metallic (3 stock colorways). 


send 

for . , . 


sales offices in major cities throughout the country 




568 HOWARD STREET 
SAN FRANCISCO 5, CALIF. 



Draperies 

Shades 

Area 

Dividers 

Folding 

Doors 

Floor 

Screens 


a^esign 

afl.r 


HAND WOVEN 
MASS LOOMED 

Send for Sample Book 
Aglow 

n nh Color and Texture 

$22.50 


Wc Encourage Your 
Own Designs and Colorways 
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